
Model Koda Pretok Hrup Hp kW Maks Nap. Tlačna Teža Fiksni Dimenzije

lt/min dB tlak bar posoda kg  / Prevozni v mm

CPRK CA1 6270 F 230 (CE) 4116024953 530 84 5,5 4 11 230/50/3 270 214 fiksni 1500x530x1210

CPRK CA1 8270 F 230 (CE) 4116024972 700 87 7,5 5,5 11 230/50/3 270 239 fiksni 1500x530x1210

CPRK CA2 10500 F (CE) 4116024996 1056 87 10 7,5 11 400/50/3 500 358 fiksni 1920x600x1340

CPRK T CA1 8500 FT (CE) 4116024990 1400 88 7,5+7,5 5,5+5,5 11 400/50/3 500 488 fiksni 1920x600x1340

CPRK CA1 6 BF 230 (CE) 4116024962 530 84 5,5 4 11 230/50/3 - 141 fiksni 1060x530x720

CPRK CA1 8 BF 230 (CE) 4116024981 700 87 7,5 5,5 11 230/50/3 - 161 fiksni 1060x530x720

CPRK CA2 10 BF (CE) 4116025065 1056 87 10 7,5 11 400/50/3 - 202 fiksni 1060x550x675

CPRK CA1 6 BF 230 CE BS 4116025088 530 84 5,5 4 11 230/50/3 - 139 fiksni 920x530x720

CPRK CA1 8 BF 230 CE BS 4116025093 700 87 7,5 5,5 11 230/50/3 - 155 fiksni 920x530x720

CPRK CA2 10 BF CE BS 4116025098 1056 87 10 7,5 11 400/50/3 - 192 fiksni 1010x550x675


